Pump Model Codes

PUMP MODEL CODES

HOW TO READ VERSAMATIC MODEL CODES
123D ESI0-BRE

MODEL

E Elima-Matic®
U Ultra-Matic®

PUMP SIZE

6 1/4" (Bmm)

8 3/8" (8mm)

5 1/2" (13mm)

7 3/4" (19mm)

11" (25mm)

4 1-1/4" or 1-1/2" (38mm)
40 1-1/2" (38mm)

2 2" (51mm)

3 3" (76mm)

WETTED (NON-ELASTOMERIC)
A Aluminum

C Cast Iron

S Stainless Steel

P Polypropylene

KPVDF

NON-WETTED

A Aluminum

S Stainless Steel

P Polypropylene

J Nickel-Plated Aluminum

DIAPHRAGM

1 Neoprene

2 Nitrile (Buna)

3 FKM (Fluoroelastomers)
4 Nordel* (EPDM)

5 PTFE

6 TPE-XL {Santoprene®)

7 Hytrel®

Y FDA TPE-XL (Santoprene®)
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not all model and or material combinations are possible for all
sizes. Please consult factory or your distributor for specific details

SERIES

R Rugged™

D Dome™

X Thermo-Matic™

T 2-piece PTFE

F FUSION™ {1-piece, int. plate)

VALVE BALL

1 Neoprene

2 Nitrile (Buna)

3 FKM (Fluoroelastomers)

4 Nordel® (EPDM)

SPTFE

6 TPE-XL (Santoprene®)

7 Hytrel®

S Stainless Steel

Y FDA TPE-XL (Santoprene®)

VALVE SEAT/0-RING

1 Neoprene

2 Nitrile (Buna)

3 FKM (Fluoroelastomers)
4 Nordel* (EPDM)

5 PTFE

6 TPE-XL (Santoprene®)

7 Hytrel®

A Aluminum / PTFE

S Stainless Steel / PTFE

C Carbon Steel / PTFE

T PTFE Encapsulated Silicone
Y FDA TPE-XL (Santoprene®}

CONSTRUCTION

9 Bolted
0 Clamped

REVISION LEVEL
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